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_ocuments and User Information

Use this document as a guide only. The information contained in this document is subject to change without notice. This document,
and all of its contents, is protected under International and U.S. copyright law. Microchip Technology trademarks, patents and
copyrights are the exclusive property of Microchip Technology Inc. and may not be used without the express written consent of
Microchip Technology Inc.

Due to the vast range of application variables that fall outside of Microchip& expertise and control, Microchip assumes no
responsibility for the usability or the suitability of Microchip products in customer application(s). Microchip assumes those responsible
for the application and use of Microchip Technology products and documentation have taken all necessary steps to insure that the
application of Microchip products meet any and all safety and performance requirements including any laws, regulations, codes and
standards associated with the application. In no case does Microchip warrant the usability or suitability of its products in any medical,
aviation, military or other life critical applications. User should contact Microchip Technology before integrating any Microchip
hardware or software product into these types of applications.

Al | Mi crochip standard software products, including buteusedt | i mi
exclusively with an authentic Microchip TSHARC touch screen controller. Microchip does not guarantee the usability of any of its
software products.

Microchip Technology warrants to the original purchaser, or a third party who i s Adtherizaticth on t he
Agreement o, that for the warranty per i &droductiteahyou hfive pudchabey, thsti cr oc hi p
the goods will be in conformance with Microchip specifications. In addition to Microchip specifications, the warranty includes Non-

Microchip specifications agreed-to, in writing, by Microchip in advance for the limited purpose between the customer and Microchip

Technology Inc. The warranty also insures that the goods will be free from defects in design and material for the warranty period.

Microchip Technology, at its option, will repair or replace the nonconforming or defective goods, issue a credit memorandum, or

refund the purchase price, as its sole obligation: provided that the nonconforming or defective goods are rejected in writing (including

a reasonable failure analysis statement) to Microchip Technology and returned to Microchip Technology within the relevant warranty

period and provided that the nonconformance or defect was not caused by misuse, alteration, accident, or abnormal conditions of

storage, operation or handling, as determined by Microchip Technology.

THIS WARRANTY IS YOUR SOLE AND EXCLUSIVE REMEDY AND IS IN LIEU OF ALL OTHER WARRANTIES, EXPRESS OR
IMPLIED, INCLUDING ANY IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE,
FURTHER, MICROCHIP TECHNOLOGY INC SHALL NOT BE LIABLE FOR ANY DIRECT, INDIRECT, SPECIAL, INCIDENTAL
OR CONSEQUENTIAL DAMAGE OR LOSSES, INCLUDING LOSS OF PROFITS, BUSINESS INTERRUPTION, OR OTHER
PECUNIARY LOSS, WHETHER ARISING FROM BREACH OF WARRANTY OR BASED ON CONTRACT, FUNDAMENTAL
BREACH OR ANY OTHER THEORY. SINCE SOME JURISDICTIONS DO NOT ALLOW LIMITATIONS OF THE TERMS OF ANY
IMPLIED WARRANTY, OR EXCLUSION OR LIMITATION OF INCIDENTAL OF CONSEQUENTIAL DAMAGES, THE LIMITATIONS
AND EXCLUSIONS OF THIS WARRANTY MAY NOT APPLY TO YOU.

General Information

Mailing Address World Wide Web Support E-mail Address

Microchip Technology Inc. www.microchip,.com/TSHARC suppori@microchip.com

9055 N. 51st Street Unit H
Brown Deer, WI 53223
Main Phone: 414-355-4675
Main Fax:  414-355-4775
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mechanically or electronic, for any purpose, without the written permission of Microchip Technology Inc is prghibited. Microchip Technology Inc., the
Microchip, Microchip@ TSHARCE , T StHAERC | ogo, and UTradgtarks oDMidroeheg Meehnaogyelnc. All Rights Reserved.
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Microchip TSHARC Windows XP (32/64-bit), Windows 7 (32/64-bit)
Release 7.08

1. Fixed issue where text is cut off in 800x600 resolutions.

2. Removed excessive debug messages from TSHARC control panel.

3. Corrected upgrade issue from 6.45 to 7.07 where a message box would appear.

4. Corrected controller issue in 7.07 that effected some older controllers.

5. Corrected crash issue that occured in some scripting scenarios using "hwincal.exe -kick".

Microchip TSHARC Windows XP (32/64-bit), Windows 7 (32/64-bit)
Version 7.07 (Unreleased)

1. Added support for new FilterlO library which supports both 32-bit and 64-bit Windows operating systems.
2. Added a "DriverReady" kernel components so applications may determine the driver is communicating with the active controller or not.

Microchip TSHARC Windows XP (32/64-bit), Windows 7 (32/64-bit) Universal Driver,
Version 7.06 (Unreleased)

1. Fixed issue where in some rare circumstances the TSHARC system sound process can stop working.

2. Added Lua configuration support to Tools tab of control panel when "default.lua” file present.

3. Fixed erroneous event viewer error on TSHARC service application startup.

4. Fixed V7.04 issue where the TSHARC tray application was automatically starting after installation even if not selected to automatically
start from the setup application.

Microchip TSHARC Windows XP (32/64-bit), Windows 7 (32/64-bit) Universal Driver,
Version 7.04 (Unreleased)

1. Fixed hwincal controller identification issue for older Octopus controllers on Tools tab.

2. Fixed communication issue with older capacitive firmware.

3. Added Co-installer for USB driver so the TSHARC tray application (if selected) and TSHARC service is launch after driver is installed.
4. Fixed issue where in a specific scenario, the Microsoft HID driver can be used instead of the TSHARC driver.

5. Changed the way USB drivers are installed under Windows XP to improve performance.

6. Removed FilterlODII.dIl and FilterlODLL64.dIl from bundle as none of the included executables no longer need these files.

Microchip TSHARC Windows XP (32/64-bit), Windows 7 (32/64-bit) Universal Driver,
Version 7.03 (Unreleased)

1. Fixed issue where beep was previously always disabled after calibration.
2. Added "CalWindow" identification to calibration window for scripting purposes.
3. Uninstall now removes driver from DriverStore before removing kernel driver.

Microchip TSHARC Windows XP (32/64-bit), Windows 7 (32/64-bit) Universal Driver,
Version 7.02 (Unreleased)

1. Improved firmware identification on tools tab.

2. Fixed issue where ESC key can blanks out the tools tab.

3. Fixed issue where the legacy beep setting is not retained.

4. Add event logging support such that the load and unload USB events are reported and viewable using event viewer.



Microchip drivers use the display-driver-software settings to configure various touch screen driver setup files. Install the
display and display driver cards properly before installing any TSHARC touch screen controller drivers.

If the display is not configured and working properly prior to loading the TSHARC controller drivers, the TSHARC
controllers will not function properly.

While Microchip goes to great lengths to insure that all of the controllers and drivers will provide the highest possible
performance and will even improve the performance and extend the life of a poor quality or failing touch screen, the
overall accuracy and stability of the calibration will be dependent on the quality of the touch screen. Linearity, sheet
resistance, contact resistance, tail assembly, capacitance and the printed silver linearization pattern vary between
touch screen manufacturers, construction, assembly and technology. For more information regarding touch screen
constructions and types, contact Microchip Technology Inc.

Please take steps to insure another manufacturer touch screen controller driver is not installed on the system.
If not completely removed, the other drivers may hinder the performance of this Microchip driver. Sometimes a
restore of the original operating system may be required to ensure all previous drivers are completely removed.
Many touch screen manufacturer uninstall programs do not completely remove all components of their drivers. Please
reviewtheass o c i at e dmadual$ andéor cordact the driver manufacturer to learn how to remove their driver
programs completely from the system. In most cases, this information is available from the manufacturer® web site.

Microchip TSHARC controllers are universal by design. Configuration of the controller is available for any number of
touch screen types as well as communication and power settings. Please check the TSHARC controller board to insure

that the user-configurable configuration settings are set correctly for the desired application. It is essential that the
system used is set-up properly. Please review this manual to insure the system is ready.

T h e u snarrual for each Microchip TSHARC controller board is available at www.microchip.com/tsharc.
Once the system is verified to be working properly, proceed with the TSHARC controller driver installation procedure.

This driver release does not support PS2 communication. This driver release does not support RS-232 communication
with WinXP 64-bit systems.

This driver release has not been fully tested and is not supported on Win95, 98, Server 2003, Windows 2000, and ME.
We recommend using the UniWin 6.20cs or previously released drivers for these older operating systems.
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[iRSt&lling the TSHARC Driver

Figure 1: Welcome Screen

Installation of the driver for each instance of a serial controller is required.
Itis only necessary to install the driver once for multiple USB controllers.

A Connect the TSHARC controller(s) to the computer.

See specific controller& user& manual for details.

Connect all controllers before setup if possible. It is possible to add more controllers
to the system later.

A Turn on the computer.
If using a TSHARC USB controller, Windows will load a temporary driver. Please
wait until Windows completes this process. It may take a minute or two.

A Run the fASetup.exed program.

Setup.exe is included in the Microchip TSHARC driver® disk or the driver& directory.
This file contains the TSHARC driver files that are accessible by double clicking the
icon.

Please move entire driver bundle to the desktop

Setup.exe must be executed within an administrator account.

Setup.exe must be executed with administrator rights

Do not install directly from a USB drive or a CD ROM

Please unzip the files before running setup.exe

To T 2o o 2>

AfWNelcometoTSHARCO i
Follow the directions on the screen.
Click ANexto to

nstall atiron screen wil

proceed.

‘ %
N

Welcome to the TSHARC touch screen controller driver Setup.

MicrocHIP
The Setup program for the Microchip TSHARC controllers for
Microsoft Windows. Each Setup dialog has instructions for
completing a step of the installation.
. Welcome
To install the Microchip TSHARC controller driver now, click
Accept Next or press Enter,

To exit Setup without installing the Microchip TSHARC
controller driver, click Cancel at any time.

Select Controller

Configure
Install
Rev 7.08
Copyright 1995-2013 Microchip Technology, Inc.
appea

Cancel I

Figure 2: Accept MEULA

Microchip End User License Agree_

X

Software License Agreement

N

MicrocHIP

Flease read the Following license agreement,
Press the PAGE DOWN key to see the rest of the
Micrachip End-User License Agreement (ELILA)

IMPORTANT:

MICROCHIP IS WILLING TO LICEMSE THE TSHARC
SOFTWARE AND ACCOMPANYING DOCUMEMNTATION
QFFERED To YO ONLY ON THE CONDITION THAT You
ACCEPT ALL OF THE FOLLOWING TERMS, ToO ACCEPT
THE TERMS OF THIS LICENSE, CLICK "I ACCEPT" AND
PROCEED WITH THE DOWNLCAD OR IMSTALL, IF Yo
DO MOT ACCEPT THESE LICEMSE TERMS, CLICK "I DO
MNOT ACCEPT," AND DO NOT DOWRNLOAD OR TNSTALL
THIS SOFTWARE.

Welcome

.' Accept
Select Controller

Configure MOM-EXCLUSIVE SOFTWARE LICENSE AGREEMENT

FOR MICROCHIP TSHARC™ SOFTWARE
Install

IMPORTAMT - READ CAREFULLY.

This Monexclusive Software License Agreement v

[¥ 1 accept all of the terms of the above License Agreement .

< Back | Mest » |

Cancel

TSHARC drivers are available at no charge to TSHARC touch screen controller
board or chip customers only. Any unlawful use of TSHARC drivers is in strict
violation of the United States and international copyright laws.

Please contact Microchip if there are any questions regarding the license agreement.
The user must agree to Microchip® license agreement to proceed with the
installation process,

Review the information and check the box at the bottom of the screen.
Click ANexto to proceed.

Using a TSHARC driver with any third party touch screen controller is not in
accordance with the license agreement and is strictly prohibited.

-RC Controller Type

Figure 3: Select Controller

The 12- or 10-bit controller radio button is selected on this screen.

If connecting a TSHARC-8 controller, please contact Microchip Technology for
additional support.

If a Microchip TSHARC controller has been serially connected, the auto-detect
button can be used to automatically configure the controller.
This method is recommended and shown in Fig. 4.

If using a USB connected controller, select the radio button for USB.

TSHARC USB controllers are HID compliant. Installing the USB TSHARC driver is
integral for controller performance. Even though a generic HID driver will load, the

TSHARC driver allows for correct calibration of the system. Installing the TSHARC
driver will insure proper functionality and configuration of the controller.

Options and configurations can be modified throughout this setup until the
driver is installed.

Once thecontrollertype is selected, click ANexto

(X

Select Controller

N

Instructions
1. Seleck the controller tvpe,
2. Seleck controller interface twpe,

M|CHQCHIP Controller Twpe
(* 1Z or 10 Bit Controller
Welcome
Controller Interface
Accept

" Serial (RS1232)

. Select Controller

Configure

Install

1012 BIT
UsE

t proceed.

< Back | MHest » |

Cancel




Figure 4: Autodetecting Serial Controller

Automatically Detect a Serial TSHARC_

Select Controller Sel

X

ecting the fAautodetect o AaPHARDORS-282itdudh

screen controller product on any of the system& available COM ports.

automati

Instructions . . .
. 1. Select the controller bype. Autodetect will only find a serially connected controller.
2, Select contraller interface type. USB controllers will not be found using autodetect, but will not be affected by running the
autodetect.
MicrocHIP
el e Manual configuration of the serially connected controller is available.
' 12 or 10 Bit Contraller Fig. 5 shows this procedure.
Welcome Contraller InterF
Accapt orreler Tntenace To run the autodetect, click the AAutodetrecto b
Autodetect Awindow willappear. Once a control |l er i scceptandelosethed, cl i ck
B Select Controller window. Click ANexto to continue the installatio
Configure  UsB i . . .
If another instance of the RS232 driver is present on the system, the corresponding COM
Install port will not be scanned. Only available COM ports will be scanned using the autodetection
1012 BIT feature.
USE
When autodetect is used, installation will skip to Fig. 6.
Additional configuration of your system may be required for 64-bit Win7 operation.
Pl ease see the “Manual Serial Controller Setup”
< Back I—lﬂe““ Cancl RS-232 communication is not supported in 64-bit WinXP.
_| Controller Setu p Figure 5: Serial Configuration
To manually install the TSHARC serial controller, sel ect the ASeri al Serial Confi ), r.>—<|
button and then select fANexto. RN NENTEoT =
X X . . ) Instructions
S_elect the approprlatv_a- settings for the controller using the radio buttons as shown in ) 1, Select the communiication port that your tauch screen
Fig. 5. Labeled on this screen are the default settings. contraller is connecked ko,
If using a custom controller from Microchip that is set to another baud rate, select the 2, S:lect tdh? baud rate that vour bouch screen controller is
appropriate baud rate here. connigured far.
MicrocHIP ;..
All standard Microchip TSHARC chips and production boards are 9600 baud. t’“
This is used a@sttinghe ‘defaul t’
Welcome oMz i
Sel ect fANexto. Accept o r‘
Additional Win7 64-bit RS-232 installation instructions can be found within this e o v
manual Undebl & Shooting” ¢ Configure Baud Rate
Install " z400  * 9500 (default’
1012 BIT ™ 400 7 19200
Serial
COM 1
9600 bps
< Back | Mext > | Cancel |
Figure 6: Configuration Complete Completing the Installation Proces_
All of the selected controller attributes are listed on this screen.
Configuration Complete D Please verify the correct configuration information located at the bottom left of
. this screen.
Instructions . . ) .
! Touch screen driver installation configuration is now The driver installation wil/l be completed ol
complete. Press “Finish" to install the touch screen driver,
If the touch screentray-app |l i cat i on Troa ytohd sii Slyesstiened, sel e
M|cnoc|.||p box. T h €louéh Screen TrayA p p | i ¢ a taunchnthie TSHIARA conitrol panel
from the system tray and provide display rotation support. More details on page 9.
The touch screen tray application automatically recalculates . U . N . . . .
Welcome coordinates when the screen(s) are resized or rotated, Click AFinisho once Iltnmayetakeacoupleminutestoiosah f i gur e
Accant the selected driver.
i This process runs in the background and is configurable by
right-clicking the Microchip System tray icon, . . R R .
Select Controller Click AOkoOo once pilSetewp aipsp ermavs .c o m
Configure ¥ automatically start Touch Screen Tray Application
I install A prompt window will appear if a reboot is required.
10112 BIT The touch screen must be calibrated by running the calibration routine before
Use the touch screen will work properly. More Details are on Page 9.

< Back

ng Touch ScreenDriver..

Installing {This may take up to approximately a minute. )




[ESHARC Tray Application

Figure 7: System Tray Application

The TSHARC tray application is installed by default.

This application is necessary on systems:

Requiring Multi-Monitor support.

That require support for display rotations.

Requiring the Control Panel Icon in the system bar tray.

A
A

Two menu items in TSHARC tray menu that appear when right-clicking the tray
applicati oTnyAap el ificSdtairdan on
on Startupo.

I f t hdrayidppt laircati on on Startupo
tray application will launch automatically after logging into the system.

I'f the nDlwayANppl iS¢ atriton on Startupo

St a rTrayApplicagon d

menu

TSHARC tray application will not launch automatically after logging into the system.

Version: Rew 7.03

v Start Tray Application on Startup

Do Mot Start Tray Application on Startup
Not Start
Exit

Double-click ko Display Control Panel

mMEeTBHARC t e "

item i s sel

then t

ected, he

Launching the TSHARC UniWin Control Panel

Use the TSHARC control panel to configure and calibrate the touch screen.

To run the TSHARC control panel:
Start> Programs> Microchip TSHARC Control Panel

Note: Ift he user selected

t heppilsit@atti d A cadsthescthed BHARG Qoratifgli Pgnel icdn will also be in the system tray.

It is possible to also launch the control panel using this icon in the system bar tray.

[Sekeen Selection Tab

Figure 8: Screen Selection Tab

Use this tab to select and configure the current monitor. The system can use
multiple monitors, but each requires its own configuration.

Note: Microchip® TSHARC control panel is configured to run a calibration if left
idle for 10 seconds. Use of this auto-launched calibration will quickly calibrate
the touch screen. Complete this calibration routine or the routine will time

out after 10 seconds if left idle. Pressingthei Esc o key wi | |
calibration routine.
If you do not have amulti-moni t or application, ski

Options” secti on.
This screen shows a graphic representation of the monitors installed on the

system.

Select the image of the display whose properties you would like to adjust. Upon
selecting a monitor, all subsequent configuration settings will be associated with
that monitor.

Once one of the monitors has been configured and calibrated, it is necessary to
return to this tab and select the other display to adjust its associated properties.

Every time a controller attribute is changed or configured, the APPLY
button must be pressed to retain the settings.

al so

p

¥ Microchip TSH ontrol Panel Rev 7.08 [ |

Streen Selsction | Calibration | Click Settings

ter ir@e t his

ICROCHIP

Tadls

Touch Settings
Selection Information

Instructions:

1. Select the monitor to calbrate
(use the number keys or the mouse)
2. switch to "Calibration” Tab

3. Click calibration target

Monitor: 1. iDISPLAYZ

t

Apply

Figure 9: Calibration Tab

Calibration Options Tab _

®1 Microchip TSHARC Control Panel Rev. 7.08 X

| Screen Selection | Calibration | Click Settings Touch Settings Tools

Select Modify
L >-4Point

5 Point

Calibration
25 Point Inset: 20%
l Begin Calibration |
28 Point

The Calibration Selection Tool is located on the left hand side of the Calibration Tab.
The Calibration Routine map is shown on the right side of the tab.

This also shows a slide-bar used to select the inset percentage for that calibration.
This option is detailed in the fACalibrati

The more points used during a calibration, the more precise the calibration results
will be.

The button on the bottom right of the Calibration Tab will run the selected
calibration mode.

While most 4- and 8-wire sensors will only require a 4 or 5 point routine, some 4-, 5-,
and 8-wire sensors will need more points to insure a good calibration.

Please be sure to pick the calibration routine option that yields the best possible
calibration for your integrated system.

on



_ Inset Option Figure 10: Inset Calibration Targets

Use calibration inset to bring the calibration routine targets away from the edge of

the display. This eliminates any physical limitations put into place by the screen&

bezel.

Screen Selection | Calibration | Click Settings | Touch Settings | Tools |

Sel Modif 3
Adjust the value of inset by using the slide-bar at the bottom of the Calibration tab. fjtwmm gl
It may be necessary to fine-tune the inset percentage to get the best possible bow & g
correction. Different calibrations have different defaults and allowed ranges for
insets. Microchip recommends using the smallest inset possible when performing a 5 Point

calibration. Default recommended calibration inset values depend on the number of
points selected.
4pt., 5pt. T 20% Inset

9pt., 25pt., 28pt. T 2% Inset 9 Point ﬁ g

Set parameters for calibration and begin calibration by touching, or clicking, the large
AiBegin Calbbtabnon

Calibration
25 Point Inset: 20%

l Begin Calibration ‘
28 Point

Fiaure 11: Calibration Point Calibration Routine _

] ) It is important that all calibration routines be completed using a finger or a

stylus.

Using the available mouse will not calibrate the touch screen, but will shrink
the targets during a routine.
——— " W[UCH

Each target of the calibration routine will appear one at a time.

TOUCH and HOLD the center of each target as directed by the text displayed
adjacent to each target. Hold the center of each calibration target until it shrinks and
the fAHol do text changes to fiRel easeod.

Touch the center of each target as accurately as possible. Microchip& specially
designed calibration targets assist in calibrating the touch screen as accurately
as possible. If using a stylus during operation, calibrate with a stylus. Be sure to
position in front of the touch screen as it will normally be used, sitting or standing.
This will reduce error when calibrating the touch screen.

The calibration screen will automatically time out and return to the control
panel if the first point if the first target is not activated within 10 seconds. This
time-out feature insures that the user can exit the calibration screen in the event that
the user has incorrectly calibrated the touch screen or the touch screen has been
damaged or disconnected from the host computer.

_Calibration Test Figure 12: In Process Calibration Test

This is the last screen of calibration process.

Touch the screen and observe if the calibration target is displayed under your finger
or stylus.

Check many different points on the screen, as one inaccurately calibrated point may
not be noticeable immediately. Also, check along all edges to insure accuracy.

There is a timer displayed on the Cancel button. When this timer expires, the
settings will not be saved, and you will return to the Calibration Tab screen.

Select AAccepto to apply and record your calibrati A" AT "SETEEt ACancel o to retu
the calibration tab without recording calibration data. Either selection will return the
user to the Calibration tab.

Once returned to the Calibration tab, select, “OK” or “Apply” to save settings.

Note that if using multiple touch-s cr een moni tors returntabt o the fAScreen Selectiono
shown in Fig. 8 and select another monitor to calibrate following this same process
for each monitor. { » }

Cancel (82}

o

Note: The drawing test is now located in the Tools tab. Shown in Fig. 16 is fesen
the drawing testTeisn "t sectDmoawi ng

10



Figurel3: Click Settings Tab

Click Settings Tab

%1 Microchip TSHARC Control Panel Rev 7.08

| ScreenSelection | Calbration | Click Settings | Touch Settings | Tools |

Right-Click Settings

[JiEnable Right-Click .

Right-Click Area

<< . >>
Right-Click Delay

Double-Click Settings
Double-Click Area

s

Double-Click Speed

:

Apply

Right Click

Mi crochi p devel ope d-clickhmeusdidventméhis alloweslthe oser toiingidte

a fAright clicko by hol decifiggdpagimdw@hackoubk p&nabl o
Clicko box to enable the right click option.

Right Click Area
The event area should be set to an area that is slightly larger than the activator tip. If the
activator is a fingertip, the right click area should be at least as big as your fingertip.

Right Click Delay

Set theClfiRikghDel ayo value to the preferred
Double Click Area

Set the area that will allow for a double left-click event. This area should be set to an area that
the user can accurately touch twice. If this area is too small, the user may not be able to
create a double left-click. If the area is too large, the user may activate double-clicks when not

intended.

Double Click Speed

Set this to allow a sufficient amount of time needed to perform a double touch in the specified
area. If this setting is too high, the user may not be able to touch quickly enough to create a
double left-click. If the setting is too low, the user may commonly issue double-clicks when not
intended.

Cli
panel.

ck or touch

t

“ApplyClitokapPpPKy sel epplipnand

[Etich Settings Tab

Figure 14: Touch Settings Tab

Touch Sound
Check
To change the .wav file played:
Go to the Start menu and select the Control Panel
A Open fASoAmdi andeviceso
A Locate
each touch event
A Select fAApplyodo to apply
Normal
This mode emulates a standard mouse. Sel ect i
cursor to operate as a computer mouse typically would.

Touch-down

Touch-d own mode will all ow

option.

Touch up

Atouch is sent only at touch-up in this mode. Once lifted, the touch will register as a

single left-click or button press. It also disables right click.

Click ortou ¢ h
panel.

AApplyo to

and

fi D e fTaisdntty islsedeeted dy the UniWin driver to play on

ng
click, double click, drawing, dragging and right click option. This mode will allow the

for
mode will allow the cursor to operate as a single button-press or a single left-click
of the computer mouse. The user will not be able to draw or drag if selecting this

AEnabl e oenmahlecalsoursdavinen sknding a touch point.

sel

t he

ANor mal o wi || a © Touchbagn  f Teyclysent omdy gt tq\:':l'gm{ln. @l other features are available
O Touch Up Touch sent only at Touch-Up. This disables the right click option.
[] Enable touch sound
a dloiwantisevent o take place at fAtouch

a@lpil cyk th@K ¢s etl e ca g plny.

changes

Screen Selection | Calibration Click Settings ‘ Touch Settings \ Tools_‘

Touch Mode

All features are available

d exit the control

a
Apply

Figure 15: Tools Tab

Tools Tab

# Microchip TSHARC Control Panel Rev 7.08

Screen Selection Calibration Click Settings Touch Settings | Tools \

Full Screen Drawing test.
Controller Infor

Detect the controller type and firmware version,
TSHARC 12 Devil Ray, Yersion 3.6

Apply

Drawing Test
The drawing test will display a full screen window to test calibration.
Please refer to Fig. 16 for clarification.

Controller Information
The control panel will identify the type of controller. This information will appear
directly next to the button. This includes controller type and firmware version.

Screen Cleaning
This button will disable the touch screen for 15 seconds. During this time, clean the
screen without touch input. A countdown timer is displayed below the description.

me n

exi |
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Figure 16: Drawing Test Drawing Test _

Run a fdDesxatwd ntgo i nsure an accurate calibrati

Selectthe ToolsTab of the control panel dadgtaclbuwetkt on
to begin the test. This is a simple drawing program used to determine if the touch
screen is working properly.

\VCQ Draw on the screen with a finger or stylus and notice if the screen is displaying
the movement accurately. The green circles indicate a fApe
indi cat es athefiopch screenpAii @lnear 6 button is includ

can start the drawing test over within the same trial run.

g : Click or touch AExito to exit the drawing te

5

_ Uninstalling the Driver

1) Open Add/Remove Programs
(Start Menu -> Settings -> Control Panel>Add/Remove Programs)

2) S®lueccht Sicr een Contr ol | efhiswiliumtset al | 6 from the 1ist.
Microchip TSHARC uninstall program.
3) Click ARemoveo button

4) Read the Message Box and then accept.
5) Reboot the system when prompted

_ Advanced View Features

Figure 17: Enable/Disable Advanced View Shortcuts Enabling/Disabling Advanced View

By default, all of the most commonly used features are displayed in the TSHARC
control panel and the TSHARC tray application.

& C:\Program Files\Tsharc

File Edit Wiew Favorites  Tools  Hel f . .
- = = = = g a. Some of the less frequently used advanced features are hidden from the interface.

- Y @) [ =
@ Back 7 1_1: - search || Folders To make these interface features visible, double-click the shortcut labeled
AEnabl e Adiveawmoc eidn t he A<syst d@simrcoodi et ogr am

fddress |23 C:\Pragram Files\Tshare

File and Folder Tasks ¥
Other Places ¥

Details

>

If advanced view is enabled,

Addi tional l'inearization/ alignment option
The Edge Acceleration tab will be available.

Additional rotation direction options will appear in he TSHARC tray application.

There is an added option for legacy hardware beep support in the Touch

Settings tab.

o 3o 3o

Location: C:\Program Files
G To hide these advanced features in from the interface, double-click on the
ADi sabl eNdewdh cellor t cut .

_ A|Ig nment Figure 18: Linearization

Linearization and alignment options additionally appear in advanced view for
advanced users that wish to have control over linearization and alignments.

I'n t he fYdevwadn cCeadiTdb,bQ, 26 tarid @&point options appear
as linearizations. Four and Five point option appear as either alignments or
calibrations.

I'f the fAiUse |inearizationo check box i
as alignment, otherwise these options will appear as calibrations.

Since a linearization must occur before an alignment, an alignment will not be
allowed if a linearization has not yet been performed.

12



_ Tab Figure 20: Edge Acceleration Tab

Edge acceleration enables the user to systematically accelerate the cursor to the
edge of a touch screen display without touching the active area edge.

Without this feature, it is generally difficult to reach the outer edge because of
the limitations the display bezel may impose on the user to reach the edge of the
display.

¥ Microchip TSHARC Control Panel Rev 7.08 [

;cv%ngglectﬁor\‘ | calbration | Ciick Settings | Touch Settings | Edge Acceleration | Tools
LA aut O

Useedge-accel eration for systemshidtat ( ampk emamntg
buttons at the edge of the display.

The Edge Acceleration tab enables the user to set the point at which edge
acceleration will take effect. Adjust each edge between 0% and 25% of the total
display area.

To move the edge, click and drag one of the four arrows located around the inner
rectangle. The corresponding percentage of total area will change as the arrows
move. Be careful not to set these percentages too high, as it will make it difficult to
use the touch screen normally. Typically, values should be set at approximately 5%
if using this utility.

Test Acceleration

Figure 21: Edge Acceleration Test Screen Edqe Acceleration Test _

edge
them. Ending thist est wi | | returnAthhel es atlfineeded,t ha@abii E
adjust the edge acceleration settings and test these settings again until the user has

Use fldstdcitel erati ond button to test

achieved correct performance.

The cursor will not be directly under the stylus or fingertip when in the shaded
region.

_ng EEPROM Communication Figure 22: Enable/Disable EEPROM Shortcuts

Calibration and touch data is stored in the registry or both the registry and EEPROM.
& C:\Program Files\Tsharc

By default, only the registry is used to store calibration and touch data to ensure

. i X - X File Edt ‘“iew Favorites Tools Help
maximum performance when saving calibration and touch setting.

eBack - O @ pSearch E‘ Folders v

fiddress |23 Cr\Program Files\Tshare

For controllers that support EEPROM, the driver can be configured to write to both
the registry and EEPROM.

A The controller may be taken from one system to another system while still

retaining calibration and touch settings. File and Folder Tasks (v)
A Calibration and touch settings are retained even if the driver is uninstalled and
re-installed. r a a
Other Places ¥

To enable this functionality, double-c | i ck t he shortcut efAEnahb
fi<system r oot >/sPhraorgcroa ywsi rFeiclteosr/

Details

EnablzEEPROM Disabl=EEPROM

If EEPROM support is enabled, the driver will write to both the registry and EEPROM 1l

;2

when writing calibration or touch settings.

To disable this functionality, t here i s a shortcut thiteahleel ed fADi sabl eEEPROMO
double-clicked in this same directory.

If EEPROM support is disabled, the driver will only write to the registry.




Figure 23: Rotation Tray Menu Rotation Tray Menu _

In advanced view, four additional menu items appear when right-clicking on the
TSHARC tray menu.

If the reported rotation direction from the display driver is known, the TSHARC driver
can be adjusted accordingly to match the rotation report.

Wersion: Rev 7.08

W Automnatic Rotate Calibration on Display 1 (Contrallers: 1)
Rotate 0 degrees o - - Selectthe menuitemi Do Not Detect Rot ation Directiono
w Autodetect Rokation Direction {on Displays set to Automatic)
Rotate 90 degrees Do Mot Autodetedt Rakation Dirccti
Rotate 180 degrees 0 Mot Adtndetect Rotation irection Then select the rotation direcGldckwise i Cl oc k wi s
Fokate 270 degrees Rotationo that cor Géisplydrivers to the system

After this is selected, the autodetect rotation screen will not appear after a 90 degree

w Start Tray Appiication on Startup rotation clockwise or counter-clockwise.
Do Mok Skart Traw Application on Startup

— =
-y Mode Figure 24: Compatibility Mode Activated Menu

Some display drivers fail to report the orientation or incorrectly report zero degrees
when the rotation orientation is not at O degrees.

In this scenario, it is not possible to detect all four orientations.
Yersion: Rev 7.08

Compatibility mode will analyze the display resolution to detect this scenario and Rotate Calibration on Display 1 (Cantrallers: 1) 4
then eqable compatlblllty mod_e such that onl){ tht_a display resolution is used to w Adtodetect Rotation Direckion (on Displavs set ko Automatic)
determine the display orientation. In compatibility mode only landscape mode Do Mot Autodetect Rotation Direction

and portrait mode are supported rather than all four orientations.

w Start Tray Application on Startup
Do Mok Start Tray Application on Startup

Compatibiity Mode Activated

- Exit Drouble-click bo Display Contral Pane\'
?

Figure 25: Auto Detect Rotation Screen Auto Rotation Screen _

A calibration routine must be completed before implementing Rotation Support.
This insures the original rotation state is recorded.

The first time after a 90 degree display rotation, clockwise or counter-clock, a
rotation detection screen appears with a target in the upper-right side.

—

S After touching this target, the window disappears and the sensor will be calibrated in
{ ."".. } the new orientation.

TICH ="

This window only appears once after installation regardless of how many
times a calibration routine is run

Tiilich SEPEER b 520 S2eEm mnlation
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Figure 26: Legacy Beep Selection

This beep is played through hardware, not the speakers of the system.

To select the Legacy Beep option, Advance View must be activated.

Touch Sound

Apply |

Select fAEnable Soundd and then choose ﬁLegapc%?ableéDEdésB”'Bd.
(™ System Sound Event
oK | Cancel |
Figure 27: Multi Monitor Association Multi Monitor Association
¥ Microchip TSHARC Control Panel Rev 7.08 rzl

Screen Selection | Calibration | Click Settings

e\

MicrocHIP

Touch Settings | Edge Acceleration | Tooks

Selection Information

Instructions:

The Control Panel has to ability to change the display and controller association. To
change or set the display a controller is associated with, please follow these steps.

1. Select the AScreen

1. Select the momitor to callbrate C > Selectiono tab of the
(Gealte prerlove e e 2. Double click on the display you want an attached controller to be associated with.
3 itk ealtratin target 3. Touch the touch screen of the controller to be associated with the selected display.
1]
Coordinates: (1920, 0) - (3072, 864)
Please touch the sensor you which to assign to display 2,
Cancel |
Command Line Options
The UniWin Driver will support customized setup and calibration command line options.
These commands will allow the user to pre-configure the TSHARC driver setup and calibration programs to run in an application-specified manner.
n - - -
exe Il nstall ation Command Line Switches

Us e

ASet up. ex @HARMtouchrsweeracbritrollér Hriger. Customize this procedure during setup. Common use of this feature is to eliminate the choices

available to the user during the setup process. The selected TSHARC touch screen controller, the communication and the communication port location, the baud rate and

the controller type are all able to be identified. Review the following switches to determine if a specific command line setup operation is to be used.

Note: TSHARC standard products require the user to install the TSHARC-10 or TSHARC-12 controller board option only. The TSHARC-8 command is for legacy support

only. TSHARC standard products support 9600 baud by default.

Run these files from the fARunNno

NOTE:Us e A i nNa hfe fdaitsa rpeae dhe d

prompt.

command in t

he start menu.

when running from the

command

prompt.
E x a mp | \Prograin Eiles\Tsharc\hwincal.e x e ofror the Start> Programs > Microchip TSHARC Control Panel properties screen or from the command

Place these commands together into a single command line in any order. Certain configurations require multiple commands to be set on a single command line.

15
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Table 1: Setup.exe Command Line Switches

-Silent -USB

Command Usage Example / Description
Com<Number> -Com<Number> between 1 and 8 | fi GRrogram Files\Tsharc\s e t u p :ceam2e 0
Sets the default communication port to communication port number placed in the number field.
Serial -Serial fi GRrogram Files\Tsharc\s e t u p :Serigle 0
Sets the default communication during setup to be Serial
USB -UsB fi GRrogram Files\Tsharc\s e t u p -:USK e 0
Set the default communication during setup to be USB
Silent -Silent i Serial -Com<x> fi GRrogram Files\Tsharc\setup.exe -Silent i Serial i Com1-9 6 0 0 0

Sets the setup to Serial, Com port 1, at 9600 Baud

fi GRrogram Files\Tsharc\setup.exe i Silent TUS B 0
Sets the setup to USB

Administrative rights must be established to correctly perform a silent installation.

[FHirayApp. e x e’

Table 2: HTrayApp.exe Command Line Switches

Command Line

Command Usage Example / Description

Display -Display <display number> fi GRrogram Files\Tsharc\HTrayApp. e Xi ®idplay 1
These optional parameters allow for any display to be selected for the purposes of rotation. If this
parameter is not specified, the default value is zero.

Rotate -Rotate <orientation> fi GRrogram Files\Tsharc\HTrayApp. e xi ®atate 90
Valid values are 0, 90, 180, 270 and 1000 (for automatic rotation). This parameter will rotate the
calibration to the specified orientation.

Flip -Flip fi GRrogram Files\Tsharc\HTrayApp. e x-Elip

This flips the current rotation 180 degrees from the current orientation. Note that a manual rotation must
be specified (no automatic setting) in order for this to work.

16



Cal i brati on

Command

Line Switch

The Hwincal.exe program calls the TSHARC control panel. In addition to calling the control panel, it is possible to perform specific functions using the switches listed in
Table 2. These commands must be run from the Program files/Tsharc/ directory. They are typically used in combination with associated commands.
Example: Hwincal i g4 1i20 i d2 which will perform a quick 4 point calibration with a 20% inset on display two.

These f

NOTE:Us e

iles can be run from the ARuno command n the start menu.
A f i nNa hfie fdaitsa mpeagched when running from the command prompt .
E x a mp | \PrograinEiles\Tsharcsh wi ncal . e x e 0 Progams >tMicmchif TStARC>Control Panel properties screen or from the command prompt

You may string these commands together into a single command line in any order you like.

Table 3: Hwincal.exe Command Line Switches

Command | Usage Example / Description

-q -q<number> g5
Use this parameter for a quick calibration where <number> is set to a number of Starts fAQuick Calibrationo Ifpad o
calibration targets supported in the control panel. Usage of this parameter results in a calibration number matches, one with more points is selected.
bypass of the normal control panel startup and will go directly to the calibration screen.
This parameter is required for any kind of quick calibration. | f +4claé 0 ftaal nidg nii{ Defaults: Four points is the default number of calibration targets.
parameters are not specified, the default type is a linearization type.

-i -i<inset percentage> -i10
This parameter specifies the inset percentage in the calibration targets and how Starts the calibration program with 10% inset. Some other
close they will appear from edge of the display. This parameter must also be used in example inset percentages are 5, 10, 15, 20.
conjuncti omo wp drmamédtee i Defaults: same as defaults found in the control panel

-d -d<displaylD> -d2
This parameter specifies the display ID to use for the calibration. The <displaylD> can Starts the calibration program on the #2 display.
be determined by |l ooking at TSHARC doStmlmanel ar
at the Windows display settings applet (found by opening the Windows Control Panel, Defaults: The default is the primary monitor
click on the fADisplayo i con a s paraneter mudt i
also be used in copdjpamcdmemne with the 0

-Align -Align T Align
This parameter causes an alignment to be stored as a result of touching the calibration | Sets the calibration type to alignment for quick calibration.
targets. Thi s parameter must al so beougpadraimet

-Lin -Lin iLin
This parameter causes a linearization to be stored as a result of touching the calibration | Sets the calibration type to linearization for quick calibration.
targets. Thi s parameter must be uge&dpinmaoiahieyg
andcaill O are not speci fiiesdlected hi s is the d

-Cal -Cal i Cal
This parameter causes a calibration to be stored as a result of touching the calibration Sets the calibration type to calibration for quick calibration.
targets.
This parameter must al so beodarget®r i n conj

-e -e<0 or 1> e
This parameter either enabl es or di sab]l ¢ Disablesread/write functionality to EEPROM.
wi t h -etoh ec ofimmand wi ll di sabl e EEPROM, whi |Defaults: EEPROM supportis disabled by default.

-V -v<0 or 1> vl
This parameter enables or disabl es the & Enablesadvanced view of the control panel.
wi t h -vtohec ofimmand wi | | di s abdcentardovla npcaerde lv,i | Defaults: Advanced view is disabled by default when viewing the
enable advanced view. control panel.

-kick -kick i kick
This parameter is used to update changes made to the driver.
For example, if the registry is updated, the -kick command must be executed for the
changes to take effect.

> S
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- Using the UniWin 7.08 driver on XP Embedded Systems

_e driver directly on an XPE target

If there are existing XPE systems already setup with all the necessary driver components, installing the UniWin 7.08 driver directly on the target XPE system may be the
most convenient option. However, to ensure maximum compatibly with the UniWin 7.08 driver and for convenience, it is often preferred to use Microsoft Windows
Embedded Studio to generate XPE image file with the required component dependencies automatically selected with the UniWin 7.08 driver automatically installed. The
documentation below describes how to use Microsoft Windows Embedded Studio in conjunction with the UniWin 7.08 driver.

-e TSHARC Components into the component database

In order for the TSHARC components to become available within the Target Designer application, it is necessary to first import the TSHARC components into the
component database. The following steps describe this process:

1. Start the Microsoft Component Database Manager application.

2. Click on the Al mporto butTthoen fflrmopno rwi tShLi Dappeehi ea | fioDga twaiblals endbow a b .

3. Click on the fA...0 button that is | ocated to t he in7.08dhverinstdllationidieectdiySL D f i |l edo text b
4. Click the AOpend button.

5. If this is the first time importing this SLD file,the A Copy repository files to repository rooto checkbox must be
6. Click the Thlemmuverstséa gkeu tfittaomp.ort Succeeded. Changes to the drlegspSuecse drealve le esrh oaud Mmir

appear. The TSHARC component has now been successfully imported into the database.

_compatible set of components using Target Designer

There are different methods for creating an XP Embedded image using Target Designer such that it works with the target machine devices. Two methods that we
recommend are as follows:

- Generating compatible components using a PMQ file . Generally, the easiest method is to generate a PMQ file on the target system and import this into Target
Designer. After this, components can be added and/or removed.

- Generating compatible components using a Target Designer macro. If size is a concern, sometimes it is easier to start with one of the macros that Target Designer
provides. After verifying that a macro is compatible with the target system, additional components can then be added and/or removed based on needs.

_compatible components using a PMQ file

1. There is a utility application TAP.EXE (Target Analyzer) in the utilities subdirectory off of the Windows Embedded directory. This application should be run with Windows

XP environment from the target machine.Af t er t hi s application i s r un Thisfilé deeds o beecspieh tothedXP Embledsledwnachiheob e gener
removable media for later use. If it is not possible to run tap.exe from an XP operating system of the target machine, the DOS application TA.EXE may be used instead. It is

worth noting however that the PMQ file generated from TA.EXE contains less information than the PMQ file generated from TAP.EXE.

2. Start the Target Designer application.

3. Sel ecNewioFiflreom the menu and choose a name for the configuration.

4. Sel ecltmpfioRitl.e. . 0 A diatogshduld eow appeanasking for a file to import.

5. Select the PMQ file generated from running TAP.EXE or TA.EXE on the target machine.
6
7

. Click theAnOpempobutEbheodo diral og should now appea
. Cl i ck t heThéapprapnate dompouents willhnow be added to the configuration.
8. Cl i ck t he The@dteotsdeampdnents wilbbe displayed.
9. The TSHARC component can now be added to the configuration. Thi s component can be found under fAHar dwar e -clickDevi ce
thiscomponent and select AAddoO.
10. Additional components for the image can now be added and/or removed based on needs. Templates are available in Target Designer to simply this process so an
appropriate set of components can be selected.

_compatible components using a Target Designer macro

1. Start the Target Designer application.

2. Sel ect>Nemiol § rom the menu and choose a name for the configuration.

3. Add a template that best describes t hEest&RBeavailop me ma o0 Il dueSL®fies have ineerc verdied fag corract Wokkmd t wa r e
with the AWinLogon Sample Macroo since this macro results in an image that works c¢
4. Additional components for the image can now be added and/or removed based on needs. Templates are available in Target Designer to simply this process so an

appropriate set of components can be selected.

-HARC components and building using Target Designer

1. Any combination of TSHARC components that is appropriate for the XPE target machine can now be added to the configuration. This component can be found under

AHar dware Devices Mi c e aoldi ook htelri sp oc cnmp cnrge ndte va rcde ssoe | eR@iSHARCAcAnttaller connecked to C@W,a mp | e, i
choose the7BTOMARCcomMNontent I f usi niP8YBRBO ATG&SMHARTCent , it is important that the prope
to the configuration. Usually this is automatically done during the process of importing a .PMQ file, however if the proper universal host controller is not added to the

configuration, all USB devices will fail to respond when attached to USB ports. The proper host controller can usually be foundunde r fiHar dwar e :rsaDSenai c e s
Bus Controll erso. For mexampbear Revt 8em@¥é dtt eVI Ani ver sal USBdeviceCtowotkr ol | er 6 shoul d en
2. Select fEOméclgubeap ¢ e nTariget Bedignérmenm t he

3. If the current Target Design configuration has dependency errors, continue to resolve these dependency errors and run the previous step until all dependencies have

been resolved. Please see the Target Designer documentation on the appropriate ways to resolve dependencies.

4. Sel ect nNxXBaildTairggwertatliinbalged from the menu.

5. Click the BiyBuielfdaaulbBut ttchre.se f i\Wiensd oawse Ecnmbeeadt deedd iynmatghees ofi Gdi r ect or

6. Copy XPE files that were generated to the XPE storage drive. Please see the Microsoft Windows Embedded Studio documentation on transferring XPE image files onto

an XPE storage drive.

-e TSHARC components from the database

1. Start the Microsoft Component Database Manager application.

2. Click on the fAPackagesodo tab.
3.Sel ect AT8BtARMPonent so and click on the fiDeleteo button. Nredquiedto dleta pagkagesfromthei ssi ons
repository (with the fADelete all reposi t or yntDatabasedManagehappticatiom x sel ected) wusing the Mi
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Troubleshooting

Additional Win7 64-bit RS-232 Installation Instructions

If using a serial port expansion card on a win7 64-bit system, it may be necessary to implement a -kick command at each boot due to a possible conflict with the third party

serial port driver.

To modify the registry via the system regeditor

A Browse to the

A Create a stri
I'f the system d

i H K E WSAOFDNARE\Midvb&dit\W Indd&Es\CurrentVersion\R u n 0

ng value (REG_S$Z)y wiatl \WmegrdndFies\ahaec\\hivincal.lexa kciscekrod an

rive is a driver

ot her

t han

C, please replace fic:0 in the above

£ Registry Editor

File Edit View Favorites

Help

-

(IV

|, 00BE 4| | Name
| Optimall ab| (Default)
| Parental ab|HTrayApp
| Persona Plﬁ}tsharc

. PhotoPr:

. PrPSyse | abitcharcser |
| Policies ) *
. Previewl
. Property
. Reliabilit
., Rename
. Run

, RunOna

| Type

| Data

2l !'j.] tsharcService

Setup
2

REG_SZ
REG_SZ
REG_SZ
REG_SZ
REG_SZ

(value not set)

C:\Program Files\tsharc\HTrayApp.exe

C:\Program Files\tsharc‘hwincal.exe -usecustom
C:\Program Files\tsharc\tsharcService64.exe start...
c:\\Program Files\\tsharc\\hwincal.exe kick

|Compuw‘1-KEY_LOCAL_MACl-iIr\lE\SOFI'WAREMaosoft\Wmdows\purrmtVersionRun

Common Errors

A Touch screen connections
Check the touch screen overlay connection to make sure that it is connected to the TSHARC controller properly. Refer to the TSHARC controller
user® manual for the proper pin-out for the controller, which is available online at wyw.microchip.com/TSHARC.

A Driver not installed properly
Please move entire driver bundle to the desktop
Do not install directly from a USB drive or a CD ROM

Please un

zip the files before running setup.exe

A A USB controller will operate in a default mode when first plugged in; however, it will not be calibrated.
The Microchip TSHARC driver must be installed to calibrate the touch screen as well as enable all other Microchip TSHARC features.

Issue Cause Solution
Touch screen does not respond. 1. Controller is not plugged in 1. Check connections between the touch screen and the controller, as well as
2. Touch screen not plugged in between the controller and computer
3. Driver has been uninstalled 2. Plug the controller into a different port
4. Hardware failure . Reinstall the TSHARC driver
5. User did not wait for driver to auto-install . Wait a minute or two and try again

. If that fails, reboot and check touch screen again

follow the stylus

Touch screen moves, but it does not

. Controller not calibrated
. Driver not installed

. Install the TSHARC driver
. Verify the touch screen pin-out

Run the calibration through Microchip TSHARC Control Panel

When cal i bErr@ini n
Calibrationdo me

g a
Ss a

. The driver is not installed correctly

1

2

3. Touch screen is not plugged in correctly

1

2. The touch screen is not connected correctly

3
4
5
1.
2
3
1
2

. Verify the pin-out of the controller matches the pin-out of the touch screen
. Uninstall the driver then reinstall the driver

If, after these suggestions are exhausted, customer support is still required, please have the following available:

Controller type
Communication type
Firmware version
Operating System

Details of the specific problem encountered

Having this list available will allow for more accurate and timely customer support. This will help determine what the problem may be. Contact Microchip for customer support

via online, e-mail, or telephone.

Mailing address:

World Wide Web:

Support E-mail Address:

9055 N. 51st Stre
Brown Deer, WI

Microchip Technology Inc

et Unit H www.microchip.com/TSHARC

Main Phone: 414-
Main Fax:  414-355-4775

53223
355-4675

o :

st
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